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  Selection Chart No. 02A-1441-A                                             Effective Dec 22, 2003                     

Resilient Engine Mounts Selections 
for Caterpillar Marine Engines 
with Flange-Mounted Gearbox  

Engine Model Front Mount Rear Mount Remarks 

3116 (2)-732-35 (2)-732-35  

3126 (2)-732-35 (2)-732-35  

3176 (2)-732-J (2)-732-J  

3196, C-12 (2)-732-J (2)-732-J  

3208TA (2)-732-J (2)-732-J  

3406, C-18 (2)-783-A (2)-784-B  

3408 (2)-783-A (2)-784-B  

3412 (2)-783-A (2)-784 double studs at front  

C-30, C-32 (2)-783-G-70 (2)-784-G-70 single stud at front 

C-30, C-32 (2)-SS783-AH-70 (2)-SS784-AH-70 stainless steel leveling studs  

3412E (2)-LD 2645-E-50 (2)-LT 2645-B-50 for commercial applications: 

C-30, C-32 (2)-LD 2645-A-50 (2)-LT 2645-B-50 ferries, crew boats, racing boats 

3508 (2)-LD 2645-C-60 (2)-LT 2645-A-60  

 (6)-LD 2645-A-60  6-point mounting 

3512 (2)-LD 2645-A-70 (2)-LT 2645-C-70  

 6-point mounting (6)-LD 2645-A-70  

1. All engine mounts are designed to withstand the full engine thrust and torque load, with a “5G” 

 safety factor. 

2. Contact our engineers for recommendations on detached reduction gear including V-Drive and  

 down-angle drive systems. 
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